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The GéBé Fall-restraint system /WT—

This patented system always ensures an optimal

fall prevention during activities on the roof. GéBé

[Franslation of (Dutch)
erms in this image:
fall-restraint system combines several [Knieén = knees
[Bereik = reach
N . T~ [Handen = hands
advantages into a unique system where the user C; [ Iingang = enrance
IMeter = metre(s)
IProfiel = profile

is always limited to the roof edge. As such, the

system prevents falling off a roof. A safe

prospect.
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Installation of the system

Simplicity in design, installation and use are the

Hook-up location basis of this fall prevention. Any roof is mapped out

first, usually on the basis of




Secured cage ladder

an RI&E (Risk Inventor and Evaluation). By use
of that design the GéBé fall-restraint system is
installed. It is constructed on the roof as a kind
of ‘railway’ and follows the roof edge in
conformity with the design. This way, at the
same time, a walkway is realised, clearly
visible by its striking colour. As such, a
physical and visual marking of safe and

unsafe zones is created.

The system consists of interconnected aluminium
profiles that GéBé concrete tiles are laid both
sides of. The size of the tiles is 600 x 300 x 54
mm, they weigh 22kg and the total width is 660
mm. The GéBé hip belt, fitted with a safety line
with ball, is part of the system. In order to drain
rain water, the system is applied to rubber
granulate (tile) pedestals, while the profile is fitted
with drainage holes. Once a roof has been fitted
with rain water drainage in the corners, the corner

system is applied.

Access support Angle profile

Safe kneel and work posture

The safety
The area within 4 metres from the roof edge is
considered an unsafe zone. Before the user enters
the zone, he hooks up to the system. For that
purpose, the user can use the GéBé hip belt.

Securing of the hip belt is mandatory in the unsafe




Marking of safe zone

zone. Should an unsafe situation arise
unexpectedly, like tripping, misstep or a fall, then
thanks to the hip belt, one will always remain on the
roof. As such, optimal safety is guaranteed. When
the system is at 4 metres, it functions as a marking
of the safe and unsafe zone. Within the GéBé 4000
system, there is the safe zone in where there is

freedom of movement and working.

The functioning

Via the marked walkway, the user goes to a hook-
up location in the safe zone. There, a GéBé hip
belt is hooked on to the safety line jwith a large

ball.

in the system and

Safely carrying out maintenance System follows roof design

The advantages

The system can be installed quickly and easily. It
is applicable to all roofs with the present, most
common roof coverings and on steel roofs. In
addition, it is demountable, making re-use
possible. Integrationis possible inwind angles and

annual inspection (NEN 795) are not compulsory.

Optimal fall prevention

always has the right length for the relevant roof.
The system has at least two lines with balls. Once
hooked on, on is defined to the safe distance to
the roof edge. This offers the opportunity of free
movement to carry out the work activities. By
means of a forced and safe kneeling posture, the

user can reach the roof edge with both hands.

T-profiel

Met opmerkingen [WX1]: Not certain whether this ball

is part of the safety line, or is used to hook-up the
person.




...up to the edge

Also, there are no disruptions in the watertight layer

and the current roof guarantees are not breached.

Safety assessment and certification
The GéBé fall-restrain system complies with article
3.16 of the Health & Safety Act. The fundamental
safety requirements were established by the
independent and recognised Aboma+Keboma.
Aboma+Keboma also tested and certified the

system on various types of roof coverings .

Unique system
This remarkable system ensures that the user can
always safely work on the roof. Fall prevention,
walkway with grip and clear markings are

combined in a 3-in-1 system.

For more examples and references, go to

www.ge- be.nl.

The advantages

Can be installed quickly and easily
Demountable and flexible

No breach of current roof warranty
Re-use possible

Suitable for all common roof
coverings

No disruption of watertight layer

Integration possible in wind
angles

No falling hazard, due to lack of
stretched wires

Functions as a walkway at the
same time: no separate tiles
required

No thermal bridges

Clearly visible due to striking
colour

No annual compulsory
inspections

The system will always prevent
falling off a roof



http://www.ge-be.nl/

