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Veiligheid is
vooruit kijken

Daksafe, as one of the first manufacturers of fall protection, has developed a new “walk-through”
cable system, in combination with new anchor points.

With the development of the new KS1cable system, Daksafe focused on safety, durability,
simplicity and user convenience. By applying Inox 316 materials, both durability and 100% re-
use are guaranteed.

The KS1 cable system is suitable to be used for most of the common 8mm cable runners. Due to
tapered waypoints and adjustable angle waypoints, these runners can easily be led across the
waypoints.

In addition, Daksafe also paid attention to preventing internal condensation and thermal bridges. By
fully insulating the sticky sheets (anchor points) and the use of expanding insulation around the
fastening tools, these problems are virtually always prevented.

As a result of manufacturing the Daksafe KS1 cable system entirely from Inox316, we can
guarantee the functioning of the KS1 for at least 15 years*, whereas a lifespan of 25+ years is
expected.

Daksafe thoroughly tested the system in accordance with the EN 795:2012. These tests were
performed under supervision of Satra UK.

The cable system andthe newDaksafe anchor points Pizall, as well as the Mono anchor were also
tested on all possible construction substrates.

The Daksafe DS1 cable system is suitable for mounting on the following
substrates:

+ Concrete

+ Channel plate floors

+ Aerated concrete

+  Durisol

+ Steel floors

+ Wood

*In combination with a maintenance contract.
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Insulated KS1 cable runner,
Anchoring point Inox Inox316 and
316 EN 795 A and C. easy to hook on.

KS1 spring tensioner with Inox316
fast clamping design. Steel cable 7x7.

KS1end point with KS1
Re-tightener. Connecting bracket.

. . KS1 end bracket
KS1 cable guide with For re-tighteners and
Tapered cable grommet. final press connection.

KS1 cable guide for Fastener for wooden and
Corners with pre-bent steel floors, fitted with
Inox tubes. Available jin ~ Insulation.

different bends. Bends

: ; floors, fitted with
vertically or horizontally. insulation.
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The Daksafe KS1 cable system has
the following features:

.

.

.

.

EN 795:2012 Class A and C.

Entirely Inox 316.

Max. 2 persons.

Tension retained due to use of spring system.

Tension indicator incorporated in system.

Horizontally and vertically adjustable corners.

Anchor points 2 and 2.5 mm Inox 100 mm, forced, so seamless.

Fully insulated, so no internal condensation.

Multi-functional mounting head with rivet bush, suitable for mounting Class A and Class C
head pieces. Quickly interchangeable. Rivet bush is watertight up to 10 bar.
Multiple mounting to the substrate.

Fasteners are insulated with expansion insulation to prevent thermal bridges.
Suitable for most cable runners.

Quick mounting.

Suitable for almost all types of bituminous and synthetic roof coverings.
Positioning on top of roof covering.

Quite suitable for green roofs.

15 year warranty in combination with maintenance contract.

Lifespan 25+ years.

As a result, we
have thought of
a solution for
any challenge




